
ENRON
011&Gas Company

1001 CallfomiaStreet, Sulte 3400. Denver, Colorade 80202 (303) 29 2525

August 14, 1992

Utah state Office
Bureau of Land Management
P.O. Box 45155 O OIL '
Salt Lake City, Utah 84145-0155 ' DH(

Attention: Mr. Robert A. Henricks
Chief, Branch of Fluid Hinerals

RE: Designations of A5ent
NBU313-29E,317-12E,321-10E,324-7E,
325-8E, 351-8E, 352-10E, 355-19E,
356-29E, 358-1E, 360-13E
Uintah County, Utah
Natural Buttes Prospect
1540-AA29, 0050622-000, 0050623-000,
0050625-000,0050636-000, 0050638-000,
0050650-000, 0050657-000

Gentlemen:

Enclosed, for your approval, are three (3) copies of a blanket Designation
of Agent pertaining to Enron Oil & Cas Company's proposed eleven (11) wells
listed on Exhibit "A" thereto. All copies have been originally executed on
behalf of Coastal 011 & Cas Corporation.

When approved, please forward the approved Designation of Agent to my
attention at the letterhead address.

If anything further is needed in connection with this matter, please
contact the undersigned at the telephone number listed in the letterhead.

Yours very truly,

ENRON OIL & GAS COMPANY

ni Lei Hiller
Project Landman

TLM/dac
Enclosure
10368T
cc. Vernal District, BLM (with copy of enclosure)

Division of Oil, Gas & Mining, Attn. Ms. Tami Searing
(with copy of enclosure)

Jim Schaefer - Big Piney (with copy of enclosure)
George R. Mc3ride - Vernal (with copy of enclosure)
Coastal Oil & Gas Corporation, Attn: Mr. Donald H. Spicer

(with copy of enclosure)



DESIBMATIONOF AGENT

Robert A. Henricks
Chief, Branch of Fluid Minerals

The undersigned is, on the records of the Bureau of Land Management, Unit
Operator under the Natural Buttes Unit Agreement, Uintah County, Utah, No.14-08-00018900 approved January 5, 1968, and hereby designates:

NAME: Enron Oil & Gas company
ADDRESS: P. 0. Box 1815

Vernal, Utah 84078

as its agent, with full authurity to act in its behalf in complying with the
terms of the unit agreement and regulations applicable thereto and on whomthe
supervisor or his representative may serve written or oral instructions in
securing compliance with the 011 and Cas Operating Regulations with respect to
drilling, testing, and completi.'g the unit wells listed on the attached
Exhibit "A" which are located in Uintah County, Utah.

This designation of agent does not relieve the Unit Operator of responsibility
for compliance with the terms of the unit agreement. It is also understood that
this designation of agent does not constitute an assignment of any interest under
the unit agreement or any lease committed thereto.

The designated agent will be responsible for compliance with the 011 and Gas
Operating Regulations as they relate to the drilling, testing, and completing of
each of the subject wells. In accordance with 3104.2, bonding shall be provided
by Enron 011 & Gas company,Bond No. 81307603.

This designation of agent is deemed to be temporary and in no manner a permanent
arrangement.

This designation is given only to enable the agent herein designated to drill the
above specified unit wells. Unless sooner terminated, this designation shall
terminate as to each well when there is filed in the appropriate district office
of the Bureau of Land Management a completed file of all required Federal reports
pertaining to that well. At which time the Unit Operator shall assume all
liability of that well and bonding shall be provided by the Unit Operator or as
otherwise arranged by the unit agreement. It is also understood that this
designation of agent is limited to field operations and does not cover
administrative actions requiring specific authorization of the Unit Operator.

COASTALOIL & GAS CORPORATION,Unit Operator

By:
,

gL
W. L. Donnelly, Ñ;ce President

Date: August 4,



EXHIBIT "A"

Attached to and made a part of that certain Designation of Agent dated August
4, 1992, from Coastal Oil & Gas Corporation.

WELLNAME LOCATION
DIV SEC TWP RGE

NBU313-29E NENE 29 9 21
NBU317-12E NENE 12 9 20

NBU321-10E SESW 10 9 21
NBU324-7E SESW 7 9 21
NBU325-8E SWSW 8 9 21

NBU351-8E NENW 8 9 21
NBU 352-10E NWSW 10 9 21
NBU355-19E NENW 19 9 21
NBU356-29E SWNE 29 9 21
NBU 358-1E SWSE l 10 20
NBU360-13E NWSW 13 10 20

All Township and Range references are South and East of the Salt Lake Meridian
in Uintah County,



ENRON
OIL & GAS COMPANY

August 18, 1992

OMSIONOF
OILGASS MINING

Bureau of Land Managa,ert
Vernal District
170 South 500 East
Vernal, Utah 84078

RE NOTICE OF STAKING
NATURALBUTTESUNIT 351-8E
Sec. 8, T9S, R2lE
Uintah County, Utah
Lease No. U-0149767

Dear Mr. Forsman.

Attached is a Notice of Staking on the subject well.

If you require further information, please contact this office.

Very truly yours,

George McBride
Sr. Production Foreman

Attachment

cc· Division of Oil Gas & Mining
Doug Weaver/Toni Miller
Curt Parsons
File

/lu



NOTICE OF STAKING RMOG/ 5 Lease Number
(Not to be usea in place of S'5/82 U-0149767
ApplKation 10 Drill Form 9-331-C;

6 If Indian, Allottee or Tribe Namc
Ute Trica! Surface

1 Oil Wel Gas Well > O:he
7 Unit Aareement Name

Natura. Battes Unit
2 Name of Operator

Enron Oil & Gas Company 8 Farm or Lease Name
Natural Buttes Unit

PO Box 1815, Vernal, Utah 84078 9 Well No
351-BE

4 Surface Location of Well
(Governmental 1/4 or 1/4 1/4) 10 Field or Wildcat Name

NBUlWasatch
660' FNL , 1980 FWL NE/NW

11 Sec,T,R,M,or
Attach Topographical or other acceptable map Bik and Survey or Area
Showing location, access road and lease boundaries Sec 8, T9S, R21E
14 Formation Objective(s) 15 Estimated Well Depth

Wasatch 7350' 12 County of Pansh 13 State
Uintah Utah

16 To Be Completed Dy Operator Prior to Onsite
a Location must staked - Completed
b Access Road Flagged - Completed
c Sketch and/or map of location, showing road, pad dimensions, reserve pit, cuts, and fills

(To be provided at onstte)

17 To Be Considered By Operators Prior to Ons.te
a H2S Potential - NA
b Private Surface Ownership - NA
c Cultural Resources (Archaeology) - Completed
d Federal Right of Way

13 Additional Information

19 Signed Title Sr Admin Clerk Date 08/18/92

DMSIONOF
OILGAS&





ENRON
OIL & GAS COMPANY

P 0 BOX 181E, VERAL, Um 84016 (801)189-0790

Septembei 28, 1992
0010 6 1992

DIVISIONOF
Bureau of Land Management OILGAS&WN W
Vernal District
17] South 500 East
Vernal, Utah 84078

RE· APPLICATION FOR PERMIT TO DRILL
NATURALBUTTES UNIT 351-8E
SECTION 8, T9S, R21E
UINTAHCOUNTY,UTAH
LEASENO. U-0149767
UTE TRIBAL LANDS

Dear Mr. Forsman.

Enclosed are the original and two (2) copies of the Application for Permit
to Drill and associated attachments for the referenced well.

If further information is required regarding this matter, please contact
this office.

Sincerely,

ENRO OIL & GAS COMP

George R. McBride
Sr. Production Foreman

Attachments

cc State Division of Oil, Gas & Mining
D. Weaver/T. Miller
Suzanne Saldivar - Houston
File

/lw



o•e );(4.7 StillMIT ¶NT |CATl' rert opp-user

BUF: Ao O LAN: MANisüEMEN U-0149767

APPJCATION FOR PERMP TO DRILL DEEPEN OF PLUG BACK ' "
Ute Tribal Surfadeh 2" "'n'

DRL.L KX DEEPEN PLUG BAŒ
-, a e, Natura3 Bu fes Ui 11

« s. «r.« Natural But tes Unat
Enron O2 1 & Gas Company s we u

351-EE
P.O. Fo> Ifla, Vernal, Utar ELC7E I ''

, à e ,,wa L,.;. ,N,i.i<t a,.me . . t ----..-so NBU/Wasatch
AM.esar

, 11.88" tuk. M.OBBLE
2350' FWL & 700' FNL NE/NW Í a....u...we.amaa

Sec. 8, TSS, H21E

23.4 Miles Soutn of Ouray, Utah ,
Uintah Utah

la aislanca Paost PanPuesh* le at o• acare l• 1 Asa i 17 sit or ActsF assicast

u.x , er a : = "t 700'± 777.33± 80i La LetNr ( , U I at • ¡ a

16 ilF1A I VSOY Phu.'OBil IA•CA7tt?' It' PWOldsLI 95PTil Af BOTAB1 8 CABLE TUDIÆ

Î,i,¾ ry,",,2.', T""" 2033'± 7320'± ' Rotary
21 str>Ariose (Shus whethe- DF, E7, GF. eu 4 2 ATFRO1 DATE WOak WILL START*

4669' Graded Ground November 1992

12 1/4" 9 5/8" 32.3# 240' 125 Ox ClaSS "G" + 2% Caff2
7 7/8" 4 1/2" 10.5# 7320' + 4 #|sx celloflake. 50/50

Pozmix + 2% gel + 10% salt
to 400' above all rones of
interest ( + 10% ,xcess).

SEE ATTACHMENTS FOR: Light 'cenient (11 LPG±)
OCT0 6 1992 + LCM to 200 ' above oil

8 Point Plan shale or fresh water
Drilling Program DMSIONOF intervals ( + Se excess).
BOP Schematic OILGAS&MININGSurface Use and Operating Plan
Location Plat
Location Layout
Topographic Maps "A", "B", and "C"
Gas Sales Pipeline Map "D" Enron Oil & Gas Company will be the

designated operator of the subject
well under Nation Wide Bond #81307603

tw amors araca anscales raorosan roosaam If proposal is to serpen er ping back, stre esta os prewst pratarttwo some and propeast etw pressettwo
some If proposal is to drill er deepen directionally, give pertinest data en esbourfeet locations and messared ami true vertieal depths Rive Mosest

rater pr.gram

Sr. Admin. Clerk mus-9/28/92

(TMs essee f Faseral er te ease ase)

.. ,,, 3 - Gil ...
OF UTAFlDIVISIONOF
UIL, bAb M NO

,,,,,,.., .... DATE: .

......................= gy.

WELL SPACÁG:Ó"i
SeeinermetientOn Revem.Side

Tale 18 US C. Sectaen 1001, makes it a enme for any person knowmsly and walttully to make to any department er agency of the
Umsted States ani false, fictusous er freudulent statements er representstaans es to any matter wathm its



ENRON OIL de GAS CO.

T9S, R21E, S.L.B.&'. Well location, NBU #351-8E, located as
shown In the NE 1/4 NW 1/4 of Section.
8, T9S, R21E, S.L.B.&M. Ulntah County,
Utah.

NB954'01T - 264539' (Moos) NB9'S4'0/T - 264519' (Meas) BASIS OF ELEVATION
Sectlen ¢omr Pos/t/on 1/4 Corn«: Fes/tlon Set Marked

,¾$$fai St à fe, gi"Ê; """* SPOT ELEVATIONAT THE SW CORNER OF SECTION 8,
s.t en «.uns) o s•t •n &·und) TOS, R21E, S.L.B.&M. TAKENFROM THE OURAY SE

QUADRANGLE,UTAH, UINTANCOUNTY,7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUDUSHED BY fHE

2JSO ggg gg_gg UNITEDSTATES DEPAR7MENTOF THEINTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED

Elev. Ungraded Ground - 4669' As BEING 4772 FEET.

I

F/f Cœnsr- Posillen
No-Esteb//shed by SIngle
Prqserflen Memed (Net
Set en koond) "a . "a

O O O
O O - O

SCALE

CERTIFICATEo
1HIS IS TO CERllFY THAT THE ABOVE,PLAT $ PREPÄREDFROM
FIELD NOTES OF AC1UALSURVEYMADE BY MEOn ilNDþ MY

- --- - --- -- SUPERVISION AND 1HAT THE SAME E TRUEA O C¾TO THE
BEST OF MY KNOWLEDCEANDBL

REGISTERED D SURVEYÒR
, REGISTRA110ÑÑO 5709.

STATE OF UTAH ,

"'r Unrrau ENGINEERING te JiANDy URVEYING
a a 85 SOUTH 200 BAST - VERNAL UTAH 84078

/ SB957'W - GL 0 (Ba 9 of Beanngs) 589 57'W - 39 99 (GLO )
2644 87' - (Measured) (801) 789-1017

Set Stens LEGEND: SCALE DATESURVEY£D DATEORAWN
°|,1,,, 1" = 1000' 9-1-92 9-9-92

Atum cq. -
90° SYMBOL PARTY REFERENCES

A = PROPOSED WELL HEAD
GS D.A J.L G. C.L.O. PLAT

A WEA1HER FILE
am = SECTIONCORNERS LOCATED HOT

ENRON OIL & GAS



EIGHT POINT PLAN

NATURALBUTTESUNll 351-8E

SECTIOLL_T9L_glE
UINTAHCOUhly, UTAH

l. & 2. ESTIMATEDTOPS & ANTIClPATED Oll. GAS & WATERZONES
FORMATIONS DEPTH TYPE ZONES MAYIMDMPRESSURE

Green River
Oil Shale 1,813'
"H" Harker 3,497'
"J" Marker 4,222'

Base "M" Marker 4,870'
Wasatch

Peters Point 5,307' Gas 2.400 PSI
Chapita Wells 5,837' Gas 2,600 PSl
Buck Canyon 6,397' Gas 2,900 PSI
Island 7,320' Gas 3,300 PSI

EST. TD 7,320' Anticipated BHP 3,300 PSI
All depths are based on estimated KB elevation 4,681'. Maximum pressure estimates
are based on bottom hole pressures measured on offset or near vicinity wells to the
subject well.

3. PRESSURECONTROLEQUIPMENT BOP Schematic Diagram attached.

4. CASING PROGRAM:
MINIMUMSAFETY FACTOR

HOLE SIZE INTERVAL LENGTHSIZE WEIGHT GRADE COLLAPSEBURST TENSILE
12 1/4" O' -240' 240' 9 5/8" 32.3h H-40 ST&C 1400 PSI 2270 PSI 254,000#

7 7/8" O'-7320' 7320' 4 1/2" 10.5# J-55 ST&C 4010 PSI 4790 PSI 146,0004

All casing to be used will be new or inspected.

5. MUDPROGRAM.
INTERVAL MUDTYPE

O' - 240' Air
240' - 4000' Air Hist & Aerated Water

4000' - TD Aerated 3% KCl water or KCl substitute
TD Gel/polyacrylamide polymer w/S-10% LCM

Lost circulation probable from 1500' to 3000'±.
Sufficient mud inventory will be maintained on location during drilling to ..

handle any adverse conditions that may



EIGHT POINT PLAN

NATURALBUTTES UNIT 35)-BE
PAGENO 2

C VARif EF PE0bESTS

A I can recue, e va-
.a :e le regaiations recuiring a strespra roi tloon

line. (There vili ac twa targeted tees in bloolc line)

8. Enron requests a variance to regulations requiring an automatic ignitor or
continuots p-'Li 35,01 on 4 0 bloose line (Not recairer en a ated cast
system).

l. ELALUATIONPROGRAM

Logs Dual Laterolog/GE From base of surface casing to TD
FDC-CNL/GR/Caliper TD to 3350'
Linear 2" DLL.

Cores None Programmed.
DST' None Programmed.

Completion 10 be submitted at a later date.

8. ABNORMALCONDITIONS.

None anticipated.

9 STANDARDREQU1REDEQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D Visual Mud Monitoring

Attachment: BOP Schematic Diagram

NBU351-BEPP



OCT0 6 1992
CONOITl0NS OF APPRovAL DIVISIONO'¯10 Thi SUR :(E USE PPDGRAF07 T, r

PELIC .GN F3i FER11T 10 D LL OlLGAS&MINING

Company/Operator: Enron 011 & Gas Company
Well Name & Number· Natural Buttes Unit 351-8E
Lease Nugber· U-Ol49767
Location 2350' FWL& 700' FNL NE-NWSec 8 T. 9S R. 21F
Surface Ownership. Ute Indian Tribe

NOTIEICATIONREQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well.

Casing String and - twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

B0P and related - twenty-four (24) hours prior to running casing and
Equipment Tests tests

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requi,rements, please check the
Conditions of Approval for Notice to Drill and Surface Use



THIRTEEN POIN2 SURFACL U6L PROGFUkM

1 . EXISTING ROADE
A See attacned Ve11sate Piõtt showing directional reference sea :t on

locat3or, and attached TOPO Map "B' show rg access to locatia! O or
exiciano road

Dare,, Utr - See attacnad TCPO hop "A
C Refer to attached Topographic Map "A" showing labeled acces: reute to

location.
D Exa :ng roads w"3 te na:ntained and re¡ei ei es ne la v le ci

lease Right-of-Way will be required.

2. PIJdBRED ACCESS ROAD
A. The access road will be 50' in length. See attached TOPO Map "B".
B The access road has a 30 foot ROWw/18 foot running surface
C. Maximum grace on access road will be 5%.
D. No turn outs will be required.
E. Road drainage crossings shall be of the typical dry creek drainage

crossirg type
f. No culverts, bridges or maslor cuts & fills will be required
G lhe access road will be dirt surface.
H No gatEs, cattlegualds or fences will be required or encounterea

New or reconstructed roads will be centerline - flagged at time of
location staking.

All travel will be confined to existing access road Right-of-Way
Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication. Surface Operatinq Standards For 011 & Gas
Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, gravel ing, crowning, and capping the
roadbed as necessary to provide a well constructed safe road
Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot Right-of-Way
will not be allowed.

Road orainage crossing shall be of the typicd] dry creet drainage
crossing type Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during ruddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

A Right-of-Way application will be



As operator Enron 011 & Gas Company shdll be responsible for all
maintenance on cattlequards, or gates associated with this oil and/or
gas operation

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
????Op?D_ IfFLI LOCBTION
I bel,Er n. ,5

- horg
L Abor.do me wella - Noot
C Temporarily abandoned wells - None
D. Disposal wells - None
E. W llin, tells - hone
F. Producing wells - Nine - See attached TOPO Map "C" for location of

producing wells
G. Shut in wells - None
H Injection wells - None

4. LOCATION OF EXISTING/AND OR PROPOSED FACILITIES
A. ONWELLPAD

1, Tank batteries - None
2, Production facilities will be set on location if well is

successfully completed for production Facilities will
consist of well head & valves, separator, oefy, 210 EB)
ccndensate tank, meter house and attaching piping.
See attached facility diagram

3 011 gathering lines - None
4 A 3 1/2" gathering line will be buried from dehy to east

edge of location.
5. In3ection lines - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELLPAD
l. Proposed location of attendant off pad gas flowlines shall

be flagged prior to archaeological clearance
2. A 4 1/2" 0D steel above ground natural gas pipeline will be

laid approximately 300' from proposed location to a point in
the NW/NEof Sec. 8, T9S, R21E where it will tie into CIGE's
existing line. Proposed pipeline crosses Ute Indian Tribe
Lands, thus a Right-of-Way grant will be required See
attached Exhibit D showing pipeline route

3. Proposed gas gathering pipeline will be a 4 1/2" 0D steel,
welded line laid on the surface.

4. Protective measures and devices for livestock and wildlife
will be taken and or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire content of the largést
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the
authorized



The production facilities will be placed on the east side of
location.
All permanent (on site for six months or longer) structures
constructed or installed (including pumpone units) w 1 he
paintec a flat, non-reflective earthtonc ccior 10 riattt one
of the standard environmental colors, as dEtermince by the
Rocky Mountain Five State Interaoency Cor"stten Allfa.'i-tie, receired will be paaniet wil n 6 need so
inst.'letio , Facilities lequireo to carpla wath C 5 1 i
(Occupational Safety and Health Act) will be excluced
The required paint colors is Carlsbad Canyon.

5. LOCATION & TYPE OP WATER SUPPLY
A. Water supply will be from Ouray Brine Plant at Ouray, Utah, and/or

Target Trucking Inc.s' water source in the SW/SWSec. 35, T9S, R??E,
Uintah County, Utah (5tate water right #49-1501).

B. Water will be hauled by Target Trucking Inc.
C. No water well will be drilled on lease

6. SOURCE OF CONSTRUCTION HATERIAL
A. All construction material for this location and access road will be

of native borrow and soll accumulated during the construction of
location

B. All construction material will come from Ute Tribal Land.
C. No mineral materials will be required.

7 . METHODS OF HANDLING WASTE DISTOBAL
A. METHODSANDLOCATION

1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production During the 90 days period. an
application for approval of a permanent disposal method and
location, together with the required water anaiysis, will be
submitted for the A0's approval

5. All chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and dispose of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of



Burning will not be allowed, all trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

DE glo adr.nistered land
All reserve pits will be lined with either native cle), costrcia3
hentonito or p3astic sufficient to orevent seerage fif a osastic
op lar reinforce: unet -t use: it v<11 Da va r au- pu fa (
a'ur tne pit di.LL ana before backfilling o' ti.c reatise p : .

To protect the environment.
I' tFe reserve pat 15 lined toc coere'tt wil3 gro,ict tEe • / ¿

chemical analysis of the fluids in that pit no later than 90 days
after the well completion to determine the method for final
reclamation of the reserve pit. If the elemental concentrations
shown by the chemical analysis exceeds the requirements described
by part II. Standards of Quality for Waters of the State,
Wastewater Disposal Regulations, State of Utah Division of Health,
the contents and liner will be removed and disposed of at an
authorized disposal site
To protect the environment (without a chemical analysis).
Reserve pits will be constructed so as not to leak, bleak, or
allow discharge oí liquids.
Storage tanks will be used if drill sites are located on tribal
irrigable land, flood plains, or on lands under crop production.
After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-28, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the A0's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

8. 20SCILIDMRY FACILITIES
A No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT
A. Refer to attached well site plat for related topography cuts and

fills a cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approve on On-site
C Refer to attached well site plat for rig orientation parking areas,

and access road.

The reserve pit will be located on the northwest side of location.

The flare pit will be located downwind of the prevailing wind
direction on the northwest side of location a minimum of 100 feet
from the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the southeast side.

Access to the well pad will be from the



NA Diversion ditch(es) shall be construct on the
side of the location (above/below) the cut slope, draining to
the
Soll corçactec carther berr ) shal be p'aced or tr
side':) of in locatstr b21 69' tyr
The draarages' sna 1 he d-vetted arcu,J thE S100'5) O' 11: we' ad
10Cation

N The corner of the well pad will be rounded cff to
avoid the

FENQING REQUIREMENTS
All pits will be fenced according to the following minimum Standards

Þ. 29 inch net wire shall be used with at least one strand of barbed
Wire on top of the net wire (barbed wire is not necessary af pape
or some type of reinforcement rod is attached to the top of the
entire fence).

8 The net wire shall be no more than 2 inches above the ground The
barbed wire strand shall be 3 inches above the net wire Total eight
of the fence shall bc at least 42 inches

C (ornet posts shall be cemented and/or braced in such a ihanner to keep
the fence tight at all times

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16'

E All wire shall be stretched by using a stretching device before is be
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth s3de when the rig moves off the location
Pits will be fenced and maintained until clean up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BIA or SMAspecifications. A cattleguard with
an ad3acent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled If the well is a producer, the cattleguards
(shall/shall not) be permanently mounted on concrete bases Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BIA, who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herself that the fence is adequately braced and tied



10. PLANS FOR RESTOEUATION OF SURFACE
A. PRODUCINGLOCATION

Imnedietely upon well co,;ietion tne loretio- ar conounding ¿rEB
will bE citaret of alÌ U UiGd LLÍlfg EQUlp .eri cebe's Fatemials,
trash and Jurk not requirta fo rodur'Ton

Immediatelv upon well completic anv hedrocarbors on the n,t dell

perforated before backfilling of the reserve pit
The reserve pit and that portion of the location not needed for
r aductic, f<<11 ratstoperation· »,11 et leco- core, < the
approximate natural contours The reserve pit will be reclaimed
within 12 months from the date of well completion. Br'ore any dirt
work takes place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc , will be removed

Contact appropriate surface management agency for required seed
mixture.

B DRY HOLE/ABANDONEDLOCATION
At such time as the well is plugged and abandoned, the operator
will subra,\ a subseouent report of abarsdonment and BIA will attach
the appropriate surface rehabilitation cond3tions of approval

ON BIA Administered lands
Abandoned well sites, roads, or other disturbed areas will be
restored to near their original condition This procedure will
include (a) reestablishing irrigation systems where
applicable, (b) re-establishing soil conditions in irrigated
fields in such a way as to ensure cultivation and harvesting of
crops and, (c) ensuring revegetation of the disturbed areas to
the specifications of the Ute Indian Tribe or the BIA at the time
of abandonment.

11. BURFACE 0104ERSHIP
Access road Ute Indian Tribe
Location• Ute Indian Tribe

12. OTHER INFOIGUATION
A Enron Oil & Gas Company will inform all persons in the area who are

associated with this project that they are sub3ect to prosecution for
knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the AO.
Within five working days the A0 will inform the operator as



-whether the materials appear eligible for the National Registet of
historic Places;

-the mitigation motsta:s thi operator wii' like') lave le uniertaM
BEIO": Íhe E11£ Gd be usca

appropriate

the expense of mitigation and/or the delays associated with this
process, the A0 will assuma responsibility for whatever recordation
and stabilization of the exposed materials may be required.
Otherwise, the operator will be responsible for mitigation costs,
lhe A0 will provide technical and procedural quidcline for the
conduct of mitigation. Upon verification from the A0 that required
mitigation has been completed, the operator will then be a3ioved to
resume construction

8. As operator Enron 011 & Gas Company will control noxious weed5 dÎ009
Right-of-Ways for roads, p pt line:. well sites oi other applicable
facilities. A list of no>lous weeds will be obtained from the BLM,
or the appropriate County Extension Office. On BLMadministered land
a Pesticide Use proposal shall be submitted, and given approval,
prior to the application of herbicides or other pesticides or
possible hazardous chemicals

C. Drilling rigs and/or equipment used during drilling operations on
this wellsite will not be stacked or stored on Federal Lands after
the conclusion of drilling operations or at any other time without
BLMauthorization However, if BLMauthorization os obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities (The BLMdoes not seek
to compete with private industry There are commercial facilities
available for for stacking and storing drilling rigs.)

On BIA administered land:
Operator's employees, including subcontractors, will not gather
firewood along roads constructed by operators. If wood cutting is
required, a permit will be obtained from the Forestry Department of
the BIA pursuant to 25 CFR 169 13 "Assessed Damages Incident toRight-of-Way authorization". All operators, subcontractors, vendors
and their employees or agents may not disturb saleable timber
(including firewood without a duly granted wood permit from the BIA
Forester.
If the surface rights are owned by the Ute Indian Tribe and mineral
rights are owned by another entity, and approved right-of-way will be
obtained from BIA before the operator begins any construction
activities. If the surface is owned by another entity and the
mineral rights are ownedby Ute Indian Tribe, rights-of-way will be
obtained from the other



All roads constructed b) opertors on the Uinta and Ouray Indian
Reservation will have appropriate sig..s signs w:11 be neat ano of
sound construction They will state (A) that the land is owned by
the Ute lndia= iribt (D) ibe norm cf the operator, (c) that
firearry av piorabrie: to a'l nar-Ute ibel m-clers (d) the:
permats must be ob.et,ed fror the FJ De'ore cutt>rç fu ewood or
other tambor Droducts and fe) 001¾ afh,rayed norsonnel pervatteo

the lease serial number, tne well name and numbei, the survey
description of the well (either footage or the quarter-quarter
stot33: th- sectie trend c, e rr -

Additional Burface Stipulations
NA No construction or drilling activities shall be conducted between

anc becaLSO Of

NA No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting groono

Nâ No construction oi exploratier, actaities are perr..tted withir. 1 5
mile radius of sage grouse strutting grounds from April l to June 30

NA There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers)

NA_ No cottonwood trees will be removed or damaged
NA_ Pond will be constructed according to BLMspecifications

approximately ft. of the location, as flagged
on onsite.

LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Enron Oil and Gas Company
P.O. Box 1815
Vernal, Utah 84078
George McBride
Telephone. (801) 789-0790

Enron Oil and Gas Company
P.O. Box 250
Big Piney, Wyoming
Jim Schaefer
Telephone: (307) 276-3331

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Enron Oil & Gas Company is fully responsible for the actions of .

their subcontractors. A copy of these conditions will be furnished to the
field representative to insure



A copy of thE approved APD and ROWgrant, if applicable, shall be on
location dur3ng construction of the 3ocation and drilling activines

The FI/ Offict shall be Doí3fied upon site completion pr or te n,cving cv
thr- Crrlling 11;

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route, that I am familiar with the conditions
v.' d po -tr ily or st, tort the state, rts ,ade in the Plan are to 1 e be- cf
my knowledge, true and correct; and that the work associated with the
onerations proposed here ir will be performed by ENRONOIL 8 GAS COMPANYand
its contractors and sub-contractors in confo ity with this ,Plan and the terms
and conditions under which it is approved /

September 28. 1992 i ., <dr

DATE ' &È40RGE
R. MCBRIDE

PRODUCTIONFOREMAN
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2000 'SIC ft0P DIAf/"¾

ANIRILARFREVENTORAND8014 RANSANE 3000 PSIG IIMED.
CASINGFLAMGE15 II" 3000 PSIC RAND
DOPE11' 2000 PSIG

TESTINGPROCEDURE:
1. BOPE's will br tested with a professional tester in conínra 16

Onshore Order f? with retest evrry 14 days.
2. Blind & Pipr rams will be tested to rated working presso-o 'non -

psig.
3. Annular or•••ntor will be tested to 50% of working pressm r, 1500 s.swa

psig.
4. Casing witi be testrd to 0.// pst/rt or Ison noin. Wat to oyceed 70t of Unrrt

strength. Whicheurs is armator. --

9 All lines suudect to won p.essure wili he pressure test-i to the
same pressure as blind a pipe rams.

6 All 80PE specifications and configurations will meet Dnshoro Order
#2 roqufrements for 2"Onpsig ifüPI specificatforts.

a \noc\noPUIm min
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Oil & G omppny

DRILLlMG RG3RAM

Date Augast 14 .
1992

REVISION ND t DATE

PR3 FE LEJEr ' 5' 25-109-

LELL NFFE & NLKDER

WELI CLISSIFICAT I TIC1PATED PRODUCTION OIL GAS OTHER

LOCATION CALL 66 & 980 TL (NT Nh)

EL.EVATION

OfRECTION LIMITATIONS 111 bc 6 9/110 mg L

than a 1 /100' do

TVIE RIG h??¾ØygÐ ÐETT TERMIT DEPTE T150'

CONDUCTOR NEEDEDS & If yes, aina 4 40% set

CRITERIA FOR DETßRMINING CAMING BEAT FOR CRITICAL sTitzNas. Noc overnight

Ung Off surface c In_gg_ op llegß

CENTRALI2xRE (DEPTR & TYPE)

surface - & top of (\Tst. Second L tourth 3oint.

Producties - M1e of 1st it & everv third collar to 400N

geomp
OCTO61992

DIVISIONOF
OILGAS&



DRILLII LO3RAM

STAGE COLLARS, BABAETE, OTEER SPECIAL EQUIPMENT

Surface - GL.ce Ehof

LOGGING FROGRAK DI.L/GP ¶rom TD to base oÍ surfa anna.

r--roarúr,c.a per Irom 10 10 100' above Green Ÿ1Ver "H" WATker.

¶on*Jg,2¾ to de•1-e ter c' creen

COREE No e are artic; d

SAMPLES Collect 30' sareples ‡¶om belo- surface cgsynq to 4750'‡. Çç¿lget 10

sanples fror 4750'± to TD

TORMPTION TESTE None are articirated

MUD LOGGING: (Includes services & depth) From 4750'± to †¶J

DETECTIOM & COMTROL EQUITMERE: 10" 2000 psig BOP with blind and pine rams.

10" Annular Preventor. 10" rotpting head. Test manifold & BOP's to 2000 --im.

annular preventor to 1.500 psig, surface casing to 1500 pmig

Use certified pressure testing service commanv and leave a couv of the

test chart ¿p the doghouse untgl r¡q down

COMPLETION PROGRAN yp be s9bLn¿tt d at ; later date

OTEER SERVICES None are



DRILL ROGRAN

FORMATION TOPS l. DEPTHS (TENys.TIVE)

F ATJO_¾_JeL PE ESTIMATE __DEigF LL__n1Tyy THIgrittss E

MUD PROGRAM

DEPTK INTERVAL REIGET VIS (ee) TYTE 07 MUD

01 to 240 Aar

=40' to 43CCI pir/Mast & Aeratea hacer

4000' to TD Agratea 3% KC1 water or KCl
substitute

1
TD 8 5-9 2 38-45 10-15 Gel/polyacrylamide polymer 9/5-10%

LCM

DRILLING HAZARDS& SPECIAL INSTRUCTIONS

Lost circulation frorr 1500' to 30Mb213DGed CirGul3 Jop sve;tem will

r¢quire rotatinq head Potential gas kicks tn Green River and Wasatch, Potential

sha.l.e swelling/slaughina nrnblems. Ne¶er air & _add foamer to -8¥1-180 Con-lit-HET

of returns 6 mallitain stable olt levels. Utilize Dacy off head while runnint a--n
hole logs M1x 700-800 bbis and A TD as above & disclace hole DragT to tr15515-

for loop,



DRILLII (OGRAM

CEMENT PROGRAM
HDLT CASING
812E SI2E DEPTH CEVENT PROCEDURF

spe:J.ed acasuves V,1t.or te be calet.luted fror
I | calleer log annalar volume tror- 4500·: to applicable

I uoper death olus 54 excess

Circalate casing 2 hrs before cementing. Reciprocate
,casing dur2no cementing. Purp 10 bb1s nud flush

CASINGPROGRAF
INTERVAL WEICET MINIMUM SAFETY FACTOR

COLLAPEE BURST TEMSILE
SI2E FROM TO LENGTH ffFT. GRADE TKREAD (psig) (psig) (pai¶)

9-5/0" D' 24'' 4(' 12 a‡ H-40 STI.C 1400 2.170 254,000

SURVEY SCHEDULE

DISTANCE Max DEVIATIONS MhEIMUR CERMERnur. arra... anaWETB FROM TERTICAL DEGEMEB(ESP
OI to 240' 240' 1 degree 1 degree

240' to TD 500' 6 degrees 1 degree
(or as needed)

PREPARED BY:

APPROTED

R aefer tion Engineer

De 15 J Br ec, Dr1111ng Superintendent

AFPROVED 3Y
C. C. Parsons, D1strict



ENRON OIL & GAS CO

Sope
LOCATIONLAYOUTFOR

NBU #351-8E

El 719' 0.6 F-1.4' SECTION 8, T9S, R21E, S.LB.

Sta. J+25 .

S
40' 135

NE ----

NOTE \04

Flore Pit is to be located
a msn. of 100' frorn the Wel/ Head STA. J+25

Reserm Pit Backfil/ SCALE 1" = 50' 40• 135'
. & Spor/s Stockpile - DATE 9-9-92

-

6

0 135

Draw SSoctioP.E.H

-- 50 1" = 50' STA. 1+50

-- -- 60' 40' 135
"¯¯ '--- o Preconstruction --"¯

-- ---- i E ¯.

PUMP Ûrade

MUDSH TOILET _..
--

--
---- -

___.
.---

-
·~~ CUT

n L C cur
0 R sra. o+ts

S
s

-- o s ons - C-16.1'
El 84 7 S '°

C- 2 7'

APPROXIMATEYARDAGE lE¯I

EXCESS MATERIALAFTER S
(12") Topsoll Stripping = 2,500 Cu. Yds. 5% COMPACTION = 7,420 Cu Yds

2.1 STA. 0+00
Topsoll & Pit Boekfill - 3,800 Cu. Yds

Remammg Location = 6,370 Cu. Yds
(1/2 Pit Vol.) Elev Ungraded Ground at Locat/en Stake - 4669.1'

TOTALCUT = 6,870 CU.YDS. EXCESS UNBALANCE = J.620 Cu Yds.
(After Rehabilitation) Eleu Graded Ground at Locat/en Stake - 4668.6' UrNTAN ENatNBERTNG a LAND SURVEYNG

FILL = 1,JSO CU.YDS- as s. aso a..s r....I.
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TOPOGR A PH I c ENRON OIL 8: GAS CO.
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N NBU #351-8E
M A P A SECTION 8. T9S, R21E, S.L.B.dcM.
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TOML P/PEL/NE D/SMNCE = JOO' ±

TOPOGR A PH I c ENRON OIL & GAS CO.
M A P " D "

PROPOSED PlPELINE RIGHT-OF-WAY FOR
N NBU #351-8E

EX/SDNG P/PEUNE SECTION 8, TBS, R21E, S.L.B.&M.
Proposed Pipe/me

DATE



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 10/06/92

OPERATOR: ENRON OIL & GAS COMPANY OPERATORACCT NO: N- )\
WELL NAME: NBU 351-8E

API NO. ASSIGNED: - -
, c )

LEASE TYPE: FED LEASE NO: ) -3) 1 10 Í
LOCATION: NENW 08 - TO9S - R21E UINTAH COUNTY
FIELD: NATURAL BUTTES FIELD CODE: Lt 3

RECEIVED AND/OR REVIE ED: LOCATION AND SITING:

Plat R649-2-3. Unit; t.
Bond

(Number ) R649-3-2. General.
Potash (Y/Ñ)
Oil shale (Y)N) R649-3-3. Exception.
Water permit

(Number )
_

Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:



State of Utah
DEPARTMENT OF NATURALRESOURCES

normannsanserter DIVISION OF OIL, GAS AND MINING

DeeC
355 West Notih Temple

Ermitne Diretor 3 Tnad Center. Susie 350

Dianne R Nielson, Ph D Saff Lake Ccly Ulah 84180 1203
LMasonDunter 801 535 5340

October 15, 1992

Enron Oil and Gas Company
P.O. Box 1815
Vernal, Utah 84078

Gentlemen:

Re: Natural Buttes Unit351-8E Well,700 feet from the north line, 2350 feet from the
west line, NE 1/4 NW 1/4, Section 8, Township 9 South, Range 21 East, Uintah
County, Utah

Pursuant to UtahAdmin R 649-3-2, Location and Siting of Wellsand Uts.hAdmin.
R. 649-3-4, Permitting of Wells to be Dnlled, Deepened or Plugged-Back, approval to drill
the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply withthis
approval·

1. Compliance with the requirements of UtahAdmin R. 649-1 et seq., Oiland
Gas Conservation General Rules

2. Notification within 24 hours after drilling operations commence.

3 Submittalof Entity Action Form, Form 6, within five workingdays following
commencement ofdnlling operations and whenever a change in operations
or interests necessitates an entity status change

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification pnor to commencing operations, if necessary, to plug
and abandon the well Notify Frank R Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or RJ Firth, Associate
Director, (Home) (801)571-6068

an equal opportunity



Page 2
Enron Oiland Gas Company
Natural Buttes Unit 351-8E Well
October 15, 1992

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of dnlling operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality,Division of
Dnnking Water/Sanitation, regarding appropnate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior tc the
approval expiration date. The API number assigned to this well is 43-047-32393.

Sincerely,

Associate Director, Oiland Gas

\dc
Enclosures
cc: Bureau of Land Management

J.L. Thompson



Fortr,31òO..T St!BMrr TN TRIPLICATi' Form approsed
Novembrr 10431 itither 1.struettons oi, Budget Bureau No. 1004-013(
.... - .e UNITED STATES r**•rme•tdra Expires Augus* 11 InFr

DEPLR-,vEF ¯ CF TH. \\TER:DP yr.g.a.,,,,,,-...;.,g

BUREAUO LANDMANAGEMENT U-0149767

APPJCATION FOR PERMITTO DRILL.DEEPEN,OR PLUG BACK ' "'""" '"'"""'"'""'"'
Ute Tribal Surface

DRILLKX DEEPEN PLUG BACK ' '"" '°*"'"'"' "'"'
e ,t:e- a. Natural Buttes Unit

. so... ..wo; Natural Buttes Unit
Enron Oil & Gas Company i WB'a NO

351-8E

P.O. Box 1815, Vernal, Utah 84078 1 Fig.L A*si IU L A WMOT

su «· os or -=t. turro., accensr cie.r., .-c:: amreane, war u.. staa reo eu• NBU/Wasatch
At aut.asce

I 11. ese , t., a , m , os s&E

2350' FWL & 700' FNL NE/MW sl•¤••"? ***Ils

f-Q . JJ Sec. 8, TOS, R21E
11 f.Krat"E !% MILES AAD KIEECilst raak %EALES: TOTA (A F•*A' Filfa* 12 00LaTT 05 PahlhN 18 PTATP

23.4 Miles Sou':h of Ouray, Utah Uintah Utah
13 BIsta¥CSPROM PROPUBEO' In 'de OF AtRES I l.BASE 17 40 ftP ACBrh anslaNED

st s'. • 1(. Naatia Ti 1HIS WELL
raarsa.n a as... Ist rl 700'± 777.33± 80.Alt e tt t.eartet drly uni itse if ans .

18 ListA' E FROM PROl'0BED LotATION 19 IkuldBLil DEPTil 20 actAar on canLS TOULE
I"ZZ','e,"TAIL ,CONN.HR. 2033'± 7320'± Rotary

21 stanAttoNs (3hem whether DF. RT. GE. ete ) 22 APPaos DATE woan ufLL sTART*

4669' Graded Ground | November 1992
PLOl'USED CASI.\• thD CEMENTIM. PROGIIAM ..

Bitt ur It0LE BIEL (if Cagl%c a EIGHT I El ruo: BETTl'sG DEPTil QÒAltilTT OF LEML'tT

12 1/4" 9 5/8" 32.3|† 240' 125 ex Claan "G" + ?% Parl?
7 7/8" 4 1/2" 10.5ft 7320' + 4 #/sx celloflake. 50/50

Pommix + 2% gel + 10% salt
to 400 ' above all zones of
interest ( + 10% excess).

SEE ATTACHMENTS FOR: DEC1 4 1992 Light cement (11 PPG±)
+ LCM to 200 ' above oil

8 Point Plan shale or fresh water
Drilling Program DIVISIONOT i tgr gg,-+.--Se excess).
BOP Schematic OILGASA MININr
Surface Use and Operating Plan SEP 3 0 199¿Location Plat
Location Layout r,
Topographic Maps "A", "B", and "C"
Gas Sales Pipeline Map "D" Enron Oil & Gas Company will be the '

designated operator of the subject
well under Nation Wide Bond #81307603.

.9 aants arace omscalas raorosas raoenam If proposal is te deepen er plag back, stre data om preerst predactive sene sad proposed new productive
anne If proposal le te drill or deepen directionally, give perttaest data os subsurface leestloms and rueasured and true vertioni depths Give blowest
presenter program it any

stonen IA a MN Trru
Sr. Admin. Clerk

,,,
9/28/92

(This space for Federal er Easte eRee mee)

NOT1CEOF APPF-.' '. CONDITIONSOE AP""OVaL scMED

MTOfð-.22/- Af •5.. In.nuetianrOnReverseSid. TOGP¿rilu c:ïa G,

Tatie la USC Section 1001, makes at a crime for any person knowingly and wallfully to make to any depart•nent er agency of the
United States anz false. factitious or fraudulent statemersts or representattens as to any matter within its



WELL LOCA i ION INFORMATION

Company/Operator: Enron Oil & Gas Company

API Number: 43-047-32393

Well Name & Number: NBU 351-8E

Lease Number: U-0149767

Location. NENW Sec 8 T...g§. R.E

Surface Ownership. Tribal Lands admmistered by BIA

Date NOS Received. August 18, 1992

Date APD Received. September 30, 1992

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads

Location Completion - prior to moving on the drilling ng

Spud Notice - at least twenty-four (24) hours prior to spuddmg the well

Casmg String and - at least twenty-four (24) hours prior to runmng casmg and
Cementmg cementmg all casmg strmgs

BOP and Related - at least twenty-four (24) hours prior to imtlating pressure tests
Equipment Tests

First Production - witnin ilve (5) busmess days after new well begins, or production
Notice resumes after well has been off production for more than

nmety (90) days

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use



ÇONDITIONSOF APPROVALFOR NOTICETO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
bemg dnlled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are
Expected to be Encountered

Report U water shows and water-bearing sands to Ttm Ingwell of this office
Coples of State of Utah form OGC-8-X are acceptable. If noticeable water flows
are detected, submit samples to this office along with any water analyses
conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All
oil and gas shows wi.I be tested to determine commercial potential.

2. Pressure ContrOI Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No 2 for a 2M system for equioment and testmg requirements,
procedures, etc., and individual components shall be operable as designed. Chart
recorders shall be used for all pressure tests.

Test charts, with mdividual test results identified, shall be maintained on location
while drilling and shall be made available to a BLM representative upon request

Jf an air compressor is on Jocation and as being ut;Jized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No 2, regarding air or gas drilling shall be adhered to It a mist system is being
utilized then the requirement for a deduster shall be waived.

3 Casinq Program and Auxiliary Equipment

Surface casing shall ha.'e centralizers on the bottom three joints, with a minimum of
one centralizer per joint

As a mmimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above
the top of the Mahogany oil shale zone, identified at + 2,606 ft. If gilsonite is

encountered while drillmg, it shall be isolated and/or protected via the cementing



4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling,
testing, or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLMapproval to ensure adequate protection of fresh water aquners.

5. Conna, Locaina and Testina Program

Daily dalling and completron progress reports shall be submrtted to this office on a
weekly basis

AII Onll Stem tests (DST) shall be accomplished durma daylight hours, unless
specific approval to start durmg other hours is obtained from the AO. However,
DSTs may be allowed to contmue at night if the test was initiated dunna daylight
hours and the rate of flow io stabilized and if adequate lighting is available (le ,

lichtin0 which is adequatt visibility and vaporproof for safe operations). Packers
can be released, but tnpp >uld not begin before daylight unless prior approval
is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to.± 2,406
ft and shall be utilized to determine the bond quality for the production casing
Submit a field copy of the CBL to this office,

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30
days after completion of the well or after compistion of operations being performed,
in accordance with 43 CFR 3164 Two copies of all logs, core descriptions, core
analyses, well-tesa data, geoloolc summaries, sample desenption, and all other
surveys or data obtained and complied during the dniling, workover, and/or
completion operations, will be filed with Form 3160-4 Samples (cuttmgs, fluids,
and/or gases) will be submitted when requested by the AO.

6 Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO If operations are to be suspended, pnor approval
of the AO w:Il be obtained and notification given before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216 5 using form
MMS/3160

Immediate Report Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-
3A or its revision

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for pnor approval of the AO, and all
conditions of this approved plan are applicable during all operations conducted with
the replacement



The date on which production is commenced or resumed will be construed for oil
wells as the date on which líquid hydrocarbons are first sold or shipped from a
temporary storage facility, such as a test tank, and for which a run ticket Is required
to be generated or, the date on which liquid hydrocarbons are first produced into a
permanent stcrage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
Generated or, the date on which gas is first measured through permanent metenng
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified
when the well is placed in a producing status Such notification will be sent by
telegram or other written communication, not later than five (5) days following the
date on which the well is placed on production

Gas produced from this well may not be vented or flared beyond an initial

authonzed test penod of 30 days or 50 MMCF following its completion, whichever
occurs first, without the prior written approval of the Authorized Officer. Should
gas be vented or flared without approval beyond the authorized test period, the
operator may be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and the operator
shall be required to compensate the lessor for that portion of the gas vented or
flared without approval which is determined to have been avoidably lost.

A schenlatic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and
3162.7-4 shall be submitted to the appropriate District Office within thirty (30)
days of installation or first productio.I, whichever occurs first. AII site secunty
regulations as specified in Onshore Oil & Gas Order No 3 shall be adhered to. AII
product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with 43 CFR 3162.7-4

No well abandonment operations will be commenced without the prior approval of
the AO. In the case of newly drilled dry holes or failures, and in emergency
situations, oral approval will be obtained from the AO. A "Subsequent Report of
Abandonment" Form 3160-5, will be filed with the AO withm thirty (30) days
following completion of the well for abandonment This report will indicate where
plugs were placed and the current status of surface restoration. Final abandonment
will not be approved until the aurface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency

7. Other Information

AII loading lines will be placed inside the berm surrcunding the tank battery

AII off-lease storage, off-lease measunament, or comm ngling onlease or off-lease
will have prior written approval from the AO,

Gas meter runs for each well will be located within 500 feet of the weilhead. The
gas flowline will be buried or anchored down from the wellhead to the meter and
within 500 feet downstream of the meter run or any production facristies Meter
runs will be housed and/or



The oil and gas measurement facilities will be installed on the well location, The oli
and gas meters will be caffbrated in place prior to any deliveries. Tests for meter
accuracy will be conducted ruonthly for the first three months on new meter
installations and at least quarteriv thereafter. The AO will be provided with a date
and time for the initial meter calibration and afffuture meter proving schedules. A ,

copy of the meter calibration reports will be submitted to the Vernal District Office,
All meter measurement facilities will conform with Onshore Oli & Gas Order No. 4
for liquid hydrocarbons and Onshore Gif & Gas Order No. 5 for natural gas
measurement.

The use of materials under BLMJurisdictlan will conform to 43 CFR 3670.2-3.

There will be no deviation from the proposed drilling and/or workover program
without prior approval from the AO. Safe dn);ing and operating practices must be
observed. AIIwells, whether drilling, producmg, suspended, or abandoned will be
identified in accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations m accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43
CFR 3162.4-1(c), reqwres that "not later than the Sth business day after any well
begins production on which royalty is due anywhere on a lease site or allocated to a
lease site, or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the authorized officer by
letter or sundry notice, Form 3160·5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."

If vou fail to comply with this requirement in the manner and time allowed, you shall
M liable for a cit J penalty of up to $10,000 per violation for each day such
wolation continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of
the Federal Oil and Gas Royalty Management Act of 1982 and the implementing
regulations at Title 43 CFR 3162.4-1(b)(5)(li).

APD approval is valid for a period of one (1) year from the signature date. An
extension penod may be granted, if requested, prior to the expiration of the original
approval period

In the event after-hours approvals are necessary, please contact one of the
following individuals:

Gerald E Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAX Machine (801)



EPA'S LIST OF NONEXEMPTEXPLORATIONAND PRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Palnting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, pamting wastes, spend solvents, spilled el emicals, and waste acids

Vacuum truck and drum rinsate frorn trucks and drums, transporting or containing nonexempt
waste

Refmery wastes

Liquid and solld wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor on, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipalme-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boller refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous



SURFACE USE PLAN OF OPERATION
Conditions of Approval (COAs)

STRIÇT ADHERENÇE TO THE PROVISIONSFOR MITIGATION ARE REQUIRED

Ute Tnbe Energy & Minerals Department:

1 ÇulturalPreservation Office of Ute Tribe must be contacted for cellection or remevpl of
historical find on wellsite location in accordance with approved archaeological collectien
method; and mitigation requirements

2. Company must notify Ute fribe for momtoring of the construction of access road and
wellsite by Energy & Mmerals technician

3. Construction work to be done on project as authonzed for right-of-way only. Construction
work must stay within approved area only, in the event work area exceeds approved area
the Ute Tribe will be not•hed for further mitigation.

4. In event any archaeological/paleontological findings are encountered or exposed during
construction the Ute Inbe Energy & Minerals Department shall be contacted and consulted
for further mitigatiort.

5. All vehicular traffic, personnel movement, construction and restoration operations should be
confined to the areas examined, as referenced in report, and to the existmg roadway or
access routes.

6. AII personnel should refrain from collecting artifacts and from disturbing any sigmficant
culturallpaleontological resources on all tribal lands

Other

Before the site is abandoned the company will be required to restore the well pad, access roads,
and pipeline rights-of-way to near their onginal state The disturbed area will be reseeded with
desirable perennial vegetation.

Noxious weeds will be controlled on all well sites and nghts-of-way. If noxious weeds spread from
the well sites or nghts-of-way, the company will also be responsible for their control

After the pipeline has been constructed and the nght-of-way resseded, vehicular travel over the
right-of-way will be limited to that which is absolutely necessary for the maintenance of the
pipeline.

Surface pipelines will be constructed by using the following procedures

a) Staging areas will be set up along roads or wellsites The pipeline will be welded in
place at the staging area.

b) As the pipeline is welded it will be pulled to the next staging area by a suitable
piece of equipment. Except for unusual conditions only one trip across the nght-of-
way with equipment is all that will be required

Paleontology - to protect paleontology resources, surface pipeline construction will not occur when
the soll is muddy It wdl occur when the soll is either frozen, or



The histoncal material identified on the well location will be mapped and collected by a qualified
archaeologist. The site will also be tested by an archaeologist to verify the vertical and honzontal
extent of the buried material.I The historical material will be stored at no cost to the Ute Tribe in a
museum of the Ute Tribe's choosing.

Soil erosion will be mitigated by reseeding all disturbed areas and by installing fencing per BIA
recommendations.

Salt and pollution loading of the soil and geological formatiuns will be mitigated by requiring the oil
company to:

- Line reserve pit with impervious synthetic liner.

- Use a closed production system.

- Use a synthetic liner or man made container for the emergency pit No unlmed emergency
pat will be allowed

- Production water, oil, and other by-products w:Il not be appiled to roads or well pads for
the control of dust or weeds indiscriminate dumping of oil field by-products on tribal lands
will not be allowed.

When the well is plugged and/or abandoned the gravel and road base hauled in to construct the
well pad and access roads will be incorporated into the soll

All well sites, access roads, and pipeline rights-of-way will be cleared by a quahfied
archaeologist/paleontologist so that cultural sites will be avoided or



United States Department of the Interior J.

BUREAUOF LAND MANAGEMENf •

en a 4 Vernal Disuiri Office
INKilliBUIR10

170Souih 500 1ast
Vetnal. Utah 8 1078-2749

3162
UTOS438

December 13, 1993

George McBride DivlSION OF
E n Oil and5Gas Company OIL, OAS & MINING
Vernal, UT 84078

Re: Notificationof Expiration
Well No. NBU351-8E 4,7-047-.7.l.??]
NENW, Section8, T9S, R21E
Lease No. U-0149767
Umtah County, Utah

Dear Mr McBride:

The Application for Permit to Drill the above-referenced well was approved on December 7, 1992.
Since that date, no known activity has transpired at the approved location. Applications for Permit to
Drill are effective for a period of one year In view of the foregoing, this office is notifying you the
approval of the referenced application has expired If you intend to drill at this location at a future
date, a new Application for Permit to Drill must be submitted.

This office requires a letter confirmmg that no surface disturbance has been made for this drill site.
Any surface disturbance associated with the approved location of this well is to be rehabilitated. A
schedule for this rehabihtation must be submitted to this office Your cooperation in this matter is
appreciated

Sincerely,

Margie Herrmann
Legal Instruments Examiner

cc· State Div OG&M
Jim



f State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 Wes!North TomploMichaelO u
3 Tried Conter. Sulle 350

Ted Stewart Sati Lakecity,Utah 54150 1203

Executive Director 801 538 5340

James W Carler 501 359 3940 (Fax)
Davidon Director 501 536 5319 (TDD)

January 5, 1994

George McBride
Enron Oil& Gas Company
P.O. Box 1815
Vernal, Utah 84078

Re: Application for Permit to Dnll
WellNo NBU 351-8E
NE NW, Sec 8. T. 9 S., R. 21 E
Ulntah County, Utah
API No. 43-047-32393

Gentlemen:

The Bureau of Land Management, Vernal Distnct rescinded its approval of the
referenced application on December 13, 1993 In conformance with this action, the
Division rescinds its approval of the referenced application issued on October 15, 1992.

Ifyou have any questions, please contact Mike Hebertson at (801)538-5340.

Frank R Matthews
Petroleum Engineer

Idc
cc: R J. Firth

Bureau of Land Management - Vernal Distnct
D. T. Staley
D. M. Eatchel
Well file
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